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(2) Before ballasting or deballasting 
cargo tanks, except when ballasting 
cargo tanks to leave a port, the cargo 
piping that is used for ballasting or 
deballasting the cargo tanks is water 
washed. 

[CGD 77–058b, 45 FR 43709, June 30, 1980, as 
amended by CGD 82–28, 50 FR 11628, Mar. 22, 
1985] 

§ 157.156 COW operations: Meeting 
manual requirements. 

Except as allowed in § 157.158, the 
master of a foreign tank vessel having 
a COW system under §§ 157.10(e), 
157.10a(a)(2), or 157.10c(b)(2) that has 
the Crude Oil Washing Operations and 
Equipment Manual approved under 
§ 157.112 and is operating in the navi-
gable waters of the United States or 
transferring cargo at a port or place 
subject to the jurisdiction of the 
United States and the master of a U.S. 
tank vessel having a COW system 
under § 157.10(e), § 157.10a(a)(2), or 
§ 157.10c(b)(2) shall ensure that during 
each COW operation— 

(a) The procedures listed in the Crude 
Oil Washing Operations and Equipment 
Manual are followed; and 

(b) The characteristics recorded in 
the Crude Oil Washing Operations and 
Equipment Manual under § 157.150(b) are 
met. 

[CGD 77–058b, 45 FR 43709, June 30, 1980, as 
amended by CGD 82–28, 50 FR 11628, Mar. 22, 
1985] 

§ 157.158 COW operations: Changed 
characteristics. 

The COW system may be operated 
with characteristics that do not meet 
those recorded under § 157.150(b) only if: 

(a) The tank vessel passes the inspec-
tions under § 157.140 using the changed 
characteristics; 

(b) The changed characteristics used 
to pass the inspections under § 157.140 
are recorded in the Crude Oil Washing 
Operations and Equipment Manual ap-
proved under § 157.112; and 

(c) The Coast Guard issues to the 
tank vessel an amending letter stating 
that the tank vessel complies with this 
subpart with these characteristics. 

§ 157.160 Tanks: Ballasting and crude 
oil washing. 

(a) The owner, operator, and master 
of a tank vessel under § 157.10(e) shall 
ensure that: 

(1) Ballast water is carried in a cargo 
tank only as allowed under § 157.35; 

(2) For oil cargo residue control, at 
least 25 percent of the cargo tanks are 
crude oil washed before each ballast 
voyage and that each cargo tank is 
crude oil washed at least once every 
fourth time crude oil is discharged 
from the tank, but no tank need be 
crude oil washed more than once dur-
ing each 120 day period; 

(3) Ballast water in a cargo tank that 
is crude oil washed but not water 
rinsed during or after the most recent 
discharge of crude oil from that tank is 
discharged in accordance with 
§ 157.37(a); and 

(4) Cargo tanks are not crude oil 
washed during a ballast voyage. 

(b) The owner, operator, and master 
of a tank vessel having a COW system 
under § 157.10a(a)(2) or § 157.10c(b)(2) 
shall ensure that— 

(1) Ballast water is carried only in a 
cargo tank that is crude oil washed 
during or after the most recent dis-
charge of crude oil from that tank; 

(2) Before each ballast voyage a suffi-
cient number of cargo tanks have been 
crude oil washed during or after the 
most recent discharge of crude oil from 
those tanks to allow ballast water to 
be carried in cargo tanks: 

(i) With a total capacity to meet the 
draft and trim requirements in 
§ 157.10a(d); and 

(ii) For the vessel’s trading pattern 
and expected weather conditions; 

(3) For oil cargo residue control, at 
least 25 percent of the cargo tanks not 
used for carrying ballast water under 
paragraph (b)(2)(i) of this section are 
crude oil washed before each ballast 
voyage, and that each cargo tank is 
crude oil washed at least once every 
fourth time crude oil is discharged 
from the tank, but no tank need be 
crude oil washed more than once dur-
ing each 120 day period; 

(4) Cargo tanks are not crude oil 
washed during a ballast voyage; and 

(5) Ballast water in a cargo tank that 
is crude oil washed but not water 
rinsed during or after the most recent 

VerDate Mar<15>2010 07:59 Sep 03, 2010 Jkt 220131 PO 00000 Frm 00496 Fmt 8010 Sfmt 8010 Y:\SGML\220131.XXX 220131er
ow

e 
on

 D
S

K
5C

LS
3C

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2014-08-28T08:28:02-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




